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airflow sensor

For health protection reasons, users of any welding fume 
extraction system have the right to know whether the 
required airflow is achieved. 

To fulfil this right, we have developed an airflow sensor, called 
flowGuard. A green LED indicates the airflow is OK, while 
a red LED means that the airflow has dropped below the set 
value. 

Airflow OK Airflow INSUFFICIENT

It is most obvious to mount the FlowGuard on an extraction 
arm, but it can be used on any other extraction device as 
well to indicate the airflow at point of extraction. 

The FlowGuard meets the British Health and Safety Executive 
HSG 258 guidelines. 

For full information about the FlowGuard, refer to the 
attached data sheet. 

price

You can find the actual price of the FlowGuard on page 20 
of the Plant Alkmaar price list. 

installation

The FlowGuard comes with a clear mounting instruction;
easy installation•	
no electrical wiring•	
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0 100 Pa 8 580 Pa

1 160 Pa 9 640 Pa

2 220 Pa A 700 Pa

3 280 Pa B 760 Pa

4 340 Pa C 820 Pa

5 400 Pa D 880 Pa

6 460 Pa E 940 Pa

7 520 Pa F 1000 Pa
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FlowGuard

Instruction sheet

Art. no.: 9824000220 

0519000380/240211/A

A Ø 2 mm
B Ø 4 mm

Green LED burning

Red LED burning

Red LED flashing REPLACE BATTERIES
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