
sParKsHielD

Protect your extraction system
against sparks and cigarette butts



Do you control sParKs?

We do. Plymovent presents the cyclone 
spark arrester: SparkShield. SparkShield 
provides highly effective protection against 
sparks and cigarette butts. SparkShield can 
be used as a preventive fire measure in 
welding fume extraction systems to 
reduce the risk of fire to a minimum.

For over 40 years Plymovent has been 
specialising in the extraction and filtration 
of welding and cutting fumes. Being experts 
in air cleaning we know about the work, 
the discomforts and risks welders face on 
a daily basis. As a result of this, we have 
come up with solutions in accordance with 
international guidelines.

SparkShield is a fire safety product, 
developed to reduce the risk of fire and to 
increase the filter’s lifespan.

fire Prevention

Sparks are a well-known source of 
fire in the metalworking industry. 
Extraction systems without a 
specific spark arrester allow sparks, 
spatters and dust to reach the 
combustible filter cartridge and 
debris in the dustbin. In response, 
Plymovent developed SparkShield.

In addition, SparkShield is also very 
suitable as pre separator for high-
dust applications.

HoW Does it WorK

Centrifugal acceleration ensures 
that sparks are being removed from 
the continuous airflow. A dustbin 
collects all remaining sparks at a 
safe distance from the main filter 
and away from the main ductwork. 

The dustbin can easily be separated 
and emptied, even during hours of 
operation.

comPact Design

SparkShield is a compact in-line 
spark arrester which requires little 
to no floor space. The patented 
design of the SparkShield ensures 
almost 100% efficiency1.

1 removal of well-known fire sources, 
such as welding and grinding sparks and 
cigarette butts.

sparkshield mounted into ductwork, including two inspection hatches.
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HigH-risK aPPlications

All welding and cutting applications 
represent a potential fire hazard. Spark-
Shield is recommended to be used in 
applications2 with a high risk of fire:

 ■ robotic welding of oily 
stamped parts, which can 
produce welding fumes with a 
low flash point3. These can easily 
be ignited by sparks in the dustbin.

 ■ manual, robotic and automatic 
welding of oily products. 
Maintenance is often under-
estimated in slightly oily applica-
tions, which can cause fire even 
years after installing the system.

 ■ cutting tables: glowing materials 
from the cutting process entering 
the ductwork can cause fire.

 ■ Welding schools: where (burning) 
cigarette butts disappear ‘unseen’ 
in the extraction system.

easy installation 

It is easy to install the SparkShield in 
existing extraction systems4, as Spark-
Shield contains two duct clamps. The 
duct clamps not only make the mounting 
part easy, also dismantling can be done 
easily and in sections.

maintenance

Unfortunately, lack of maintenance is 
one of the most common causes of fire. 
A spark arrester, just like any other 
equipment, requires maintenance. 
Unlike competitive products, Spark-
Shield is designed with maintenance in 
mind. Inspection hatches can be placed 
around it. They make it possible to look 
inside the ductwork and check whether 
cleaning is necessary. The devisable body 
is designed for easy maintenance.

features

 ■ Highly effective removal 

of sparks and cigarette butts.

 ■ Compact in-line design.

 ■ Divisible body 

for easy maintenance.

 ■ Duct clamp connections 

for easy installation, 

service and dismantling.

 ■ Optional: 

inspection hatches 

for regular checks.

sparkshield prevents sparks, spatters and cigarette butts from entering the ductwork
and reaching the filter cartridge and debris in the dustbin. The main components are:

2 please note that this list is not exhaustive.
3 flash point is the lowest temperature at which a 
liquid produces enough vapours to constitute an 
ignitable mixture.

4 the installation of any product(s) not included in 
the initial design of an extraction system could add 
additional static pressure to the overall system 
design. By doing so, the result may be a reduction 
of airflow at the extraction point.

inlet
made of powder-coated steel

spark twist
made of galvanised steel

outlet
made of powder-coated steel

Hose

Dustbin
available in 13 and 27 litres

shown: dustbin 27 litres
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Your authorised Plymovent distributor:

Plymovent reserves the right to make design changes. 0506193120/C

Plymovent cares about the air you breathe.
We offer products, systems and services which 
ensure clean air at work, anywhere in the world.

We respect the environment and we deliver
high-quality products. Our expertise gained over
many years and our genuine commitment to
customer requirements enable us to provide 
precisely the solutions you need.

Plymovent offers total 
solutions for air cleaning

Plymovent offers complete solutions for air cleaning. 
We have 40 years of experience in the extraction and 
filtration of welding fumes, grinding dust and oil mist in 
the metalworking industry. We are also specialists in the 
extraction of vehicle exhaust fumes and the removal of 
other impurities from indoor air.

fire risK unDer control

Plymovent understands the causes of fire, at different 
welding applications, in the metalworking industry better 
than anyone. SparkShield is part of Plymovent’s SHIELD 
fire safety solutions. This is a total concept to prevent, 
detect and suppress fires in welding fume extraction and 
filtration systems. Our SHIELD programme, combined 
with our know-how and field experience, makes it 
possible for us to offer you a tailor-made solution that 
will keep fire risks under control.

For more information please contact your authorised 
Plymovent distributor or visit our website.International Distributor Sales 

Plymovent Group BV
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1812 RK  Alkmaar
The Netherlands 
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